
GNL-1210xx   
(3.1X2.8mm TOP TYPE)
Ultra Brightness LED  

Features:    Applications:
Compatible with automatic placement equipment             Automotive and Telecommunication 
Compatible with reflow solder process                      General use for indicators 

Soldering Pad Dimensions                 Viewing Pattern
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Part Number EMITTED COLOR Lens Color 

Peak
Wavelength 

(nm) 

Vf
(v) 
Typ 

Min. Typ.

View 
Angle
2 1/2

GNL-1210LRC GaAlAs Super Red Water Clear 660 1.9 70 180 120

GNL-1210URC GaAlAs Super Red Water Clear 660 1.9 200 400 120

GNL-1210UEC AlGaInP Super Orange Red Water Clear 625 2.1 350 500 120

GNL-1210UYC AlGaInP Super Yellow Water Clear 590 2.1 350 500 120

GNL-1210UGC AlGaInP Yellow Green Water Clear 573 2.1 150 250 120

GNL-1210UBC InGaN Super Blue Water Clear 470 3.5 300 400 120

GNL-1210PGC InGaN Super Pure Green Water Clear 525 3.5 1000 1300 120

GNL-1210UWC InGaN Super White Water Clear 3.5 1200 1400 120
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Lighting
LED TECHNOLOGY

G-NOR OPTOELECTRONICS Co.,Ltd.


